














































Use 493 smoke Absorber can remove toxin 
gas quickly and efficiency to proof health of 
workers.
               Easy to replace the activated
               carbon filter; low noise; 
               Power: 30W   AC 220V
               Activate carbon filter is replaceable.
               Dim:(W)220×(H)270×(L)168mm               Dim:(W)220×(H)270×(L)168mm































DIGI Microscope UM08-CSZ1236

New Solution For delicate image and large depth of view

Super Wide FOV,max 142mm ,Long working distance

      Magnification  3x – 42x on 24” monitor

      Working distance  300-20mm

      HDMI signal output 1080p

      Optical focal length 12mm – 36mm

      Adjustable Aperture F2.8 – F16

      CMOS Sensor  2M pixel resolution

      Response time 60/fps

      CMOS Sensor  2M pixel resolution      CMOS Sensor  2M pixel resolution      CMOS Sensor  2M pixel resolution

      Optical focal length 12mm – 36mm

      Adjustable Aperture F2.8 – F16      Adjustable Aperture F2.8 – F16      Adjustable Aperture F2.8 – F16
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      Optical focal length 12mm – 36mm

      Working distance  300-20mm

      HDMI signal output 1080p
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      HDMI signal output 1080p

      Working distance  300-20mm
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Super Wide FOV,max 142mm ,Long working distance

New Solution For delicate image and large depth of view




















